
DEHNpatch DPA CLD IP65 RJ45 48
Installation instructions

1. Safety instructions:

The device may only be connected and installed by an electrically 
skilled person. National standards and safety regulations must be 
observed. 
The device must be checked for external damage before installation. If 
any damage or other faults are detected in this check, the device must 
not be installed. 
Its use is only permitted within the limits shown and stated in these 
installation instructions. The device and the equipment connected to 
it may be destroyed by loads exceeding the values stated. Opening or 
tampering with the device invalidates the warranty.

2. Technical parameters:

UN 48 V
DC (Uc)l-l 48 V
DC pa-pa 57 V
AC (Uc) 34 V
IL 1 A
Iimp (10/350 μs) 0.3 kA (l-l,l-PG)
In (8/20 μs) 1.25 kA (l-l,l-PG)

10 kA (total)
IP 65
Cut-off frequency 250 MHz
ϑ̊C - 40˚C ... + 80˚C

3. SPD coordination:

4. Fault detection:

5. Ethernet cable connections:

•	 Connect the Ethernet cable coming 
from the network source (e.g., rout-
er or switch) and plug it into one RJ 
45 port on the device.

•	 Take another Ethernet cable and 
plug one end into the second RJ 45 
port of the surge protective device. 
Connect the other end of this cable 
to the Ethernet-enabled device/LAN 
(e.g. computer, modem, or other equipment).

•	 Ensure the cables are firmly inserted into the ports to prevent 
loose connections.
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6. Mounting on wall:

•	 Drill holes at the desired locations and 
hammer wall anchors into each hole 
until they are flush with the wall. 

•	 Then, partially tighten the screws 
(M3) into the anchors of the protrud-
ing head to support the device.

•	 Align the keyhole slots on the device 
with the screws (M3).

•	 Slide the device down gently onto the screws to ensure it fits snugly 
and is securely mounted.

7. Mounting on pole:

•	 Uncoil the metal strap and ensure it is long enough to wrap securely 
around the pole. Adjust the strap length if needed.

•	 Align the metal strap with the mounting slots on the device.

•	 Insert the strap through the designated slots and position the device 
at the desired height on the pole.

•	 Wrap the metal strap tightly around the pole and adjust it to ensure a 
proper fit.

•	 Use a screwdriver to tighten the strap until the device is firmly se-
cured to the pole. Ensure there is no movement or instability.

8. Precautions:

•	 Do not route the 
left and right 
ethernet cables 
parallel to each 
other to prevent 
electromagnetic 
coupling.

•	 Use min 1.5 mm2 

copper cable for 
earthing.

•	 Ensure that the enclosure top is properly aligned with the bottom 
and that the seal is fully seated in the groove before fastening.

9. Disposal:

The device must not be disposed of with household waste! 
For further information on returning and recycling old 
appliances, please refer to our environmental information leaflet.
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